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The CAUK LCD Patient Call System  

The CAUK LCD digital waiting room patient call system is the most comprehensive  

system of its type currently available in the UK. It combines a patient call system with a panic alarm 

system and much more. As standard there is recorded voice announcement;   

receptionist public address system; disabled WC panic alarms; background music input; wait/enter 

indicators and outputs to induction hearing loops. It fully  complies with the Disability Discrimination 

Act 1995 ( DDA) and  it meets the NHS patient confidentiality guidelines. There are many new features 

with more to follow.  
 

The LCD Display     

The digital waiting room display has a 100 mm character LCD display with black numbers on a near 

white background. This display allows the partially sighted and the colour blind to have the best  

opportunity to read the displayed information in accordance with the DDA legislation.  

Research has shown that this way of displaying information is easier to read than the red LED displays 

and can be viewed at greater distances.  

 

Master processor unit  

Recorded voice announcements: To meet the needs of th e partially sighted and the blind we 

have included a recorded voice facility that can be selected electronically. Up to a total of 99  

messages can be stored; these will include, òWill patient number?? Please go to room number??ó The 

system has the capacity to deal with 999 patients in one day. This recorded voice announcement 

facility can be used to make timed public service announcements throughout the day. This will be 

covered further later in this document.  

Voice messages storage: The voice information is stored on a removable SD Memory Card. This 

method of storage has been provided so that any changes to the messages or tones can be carried 

out by Call Aid UK at their premises to maintain the professional quality of the announcements. It also 

has the added advantage that an engineer does not have to visit the Health Centre to carry out this 

update. These updates will be sent in the post for the staff to exchange at the MPU. An external  

access slot for the memory card is located on the side of the MPU housing.  

Call time: The length of time for calling patients is 15 seconds.  

Panic alarm calls: Panic calls are cancelled at the reception console.  

Features configuration: Almost  all the features within this system can be reconfigured to suit the  

clientõs requirements. 

 

Global Audio/Visual panic alerts  

The global audio/visual panic alerts are activated whenever a panic button is pressed anywhere in 

the building. A panic alert message indicating the location of the emergency will be displayed on 

every digital consulting room desk unit and a panic  tone will sound. A recorded voice  

announcement via the panic speaker system in the corridors will alert all staff in the building that a 

panic button has been activated and the precise location of the emergency. This is repeated until 

cancelled at a reception controller.  

 

Public Address  

The receptionist master console has a public address microphone built in as standard for making  

announcements to the waiting room.  
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Waiting Room Display  

This waiting room display can be wall or ceiling  

mounted, (please state when ordering). Two displays can 

be mounted back to back where required.  

The LCD numbers are 100 mm (4 inch) high. As standard 

there are two digits for the patient number  (99 patients) 

and two digits for the room number (99 rooms). A six digit 

option is available to provide 999  

patients to 999 rooms. The display is supplied as standard with a brushed stainless 

steel finish. Other finishes and materials can be supplied at additional cost. The 

practice name/logo can also be included at a nominal cost.  

Any number of displays can be fitted to a system the only requirement is that there 

is access to the Cat 5 serial data loop.  

1103 Receptionist Controller/Microphone  

The reception controller has a two line alphanumeric display 

that mimics the calls on the waiting room display. It also  

displays panic alarm calls and the location of the  

emergency. The controller has a panic button for the  

receptionists use. Most of the system adjustments are also 

possible from this unit. Public address announcements to the 

speaker system are made from this unit. Several reception 

controllers can be connected to a patient  

management system. These do not necessarily have to be 

at the reception desk. The 1103 controller also controls the 

printer. There are a number of ticket printing functions other 

than printing a single ticket manually. i.e. Sequential  

numbered tickets can be issued at the touch of a button; 

two duplicate tickets sequential or manual, one for the  

patient and one for clipping to the patient record. Other 

variations are available.  

Size (mm): 196 L x 150 W x 48 D  
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1142 Digital  Consulting Room Desk Unit  

When the patient management system is not  connected to the in -house appointment software, 

the digital consulting room desk unit is used. This unit has a number of facilities not currently 

available with the in -house appointment software. Call Aid UK is currently developing software 

to meet this requirement. When the patient management system is connected to the in -house 

appointment software the digital consulting room desk unit is replaced with a panic only unit.  

 

The facilities on the 1142 digital consulting room desk unit are:  

Two line digital liquid crystal display . With Patient No. on the top 

line and the Room No. on the bottom line.  

 

Up button to increase the patient number.  

Down button  to decrease the patient number.  

Call this sends the patient & room number to the waiting room 

display & the receptionist console.  

Panic  Staff button ( red ) 

Wait button  controls the external wait/enter indicator (optional)  

 

Size (mm): 196 L x 150 W x 48 D  

 

Panic alarm display; When a panic alarm has been triggered elsewhere in the building, the two 

line display will change to show the origin of the call and switch on a red indicator lamp and 

internal sounder.  

Ticket Printer  

This thermal printer is either connected directly to the  

receptionist controller or to the receptionist PC via a RJ45 

socket.  

 

The printer should be positioned on the reception counter 

or be wall mounted within reach of the patient. The  

printer will print out large tickets that are given to the  

patients. The ticket will have the patient & room number 

printed on them in large text.  There are no ink ribbons 

required and loading paper rolls is just a òdrop inó  

function.  

Size (mm): 190 L x 142 W x 130 H 
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Staff Call/Panic Only Wall Unit  

Panic only wall units can be fitted to rooms where staff work 

alone with members of the public. Pressing either red button 

will initiate a panic alarm and identify which room is calling. 

Desk standing versions are available in a white case.  

Size (mm): 86L x 86 W x 16 D  

Wait/Enter Indicator   

Wait/enter units are very useful for treatment rooms, examination 

rooms and interview rooms. These units are controlled from the  

consulting room desk unit. When the room is occupied the red lamp is 

illuminated and when vacant the green lamp is lit. A bleep sounds 

each time the lamps are switched.  

 

Size (mm): 86L x 86 W x 60 D  

Disabled Toilet Panic Call Unit  

Panic only wall units can be fitted to toilets and baby  

changing rooms where patients may be at risk. Pressing either 

red button or pulling the integral pull cord will initiate a panic 

alarm. This unit can be supplied as a radio battery powered 

unit. Additional ceiling mounted pull switches can be added 

as well as over door lamps/sounders.  

Size (mm): 147 L x 85 W x 38 D  

Illuminated Corridor Flags   

Useful for assisting patients to find their way down long corridors to 

the correct consulting room. Non - Illuminated versions are also 

available  

Size (mm): 165 L x 100 W Approx.  
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1110 - Over Door Lamp + Buzzer  

These are fitted over entrance doors and for  

disabled WCõs. The internal sounder attracts  

local attention/assistance. This unit is locally 

wired back to the 1120 wall or desk call unit.   

The LEDõs are red as standard, however other 

colours are available including ð Blue, Green & 

Amber. The lens can be either red or clear.  

 

1110 - Over Door Lamp (no buzzer)  

Size (mm): 86 L x 86 W x 60 D 

Red Lens & Red LED P/No. A3741  

Minus Buzzer  P/No. A5447  

Clear Lens & Red LED P/No. A4851  

Minus Buzzer   P/No. A5428  

Amber LED    P/No. A5430  

Green LED     P/No. A5429  

Blue LED    P/No. A5431  

Illuminated Wait/Enter Corridor Flags  

Wait/enter units are very useful for treatment rooms, examination rooms 

and interview rooms. These units are controlled from the consulting 

room desk unit. When the room is occupied the red lamp is illuminated 

and when vacant the green lamp is lit. A bleep sounds each time the 

lamps are switched.  

Size (mm): 165 L x 100 W Approx.  

Ceiling Mounted Pull Switch  

Used to provide additional cover in disabled toilets. It is 

wired to the wall mounted panic button.  



Call Aid UK - 1100 Series  Wired Staff Panic Alarm System  

Email: sales@callaiduk.com   www.callaiduk.com  

Fire Exit Door Monitors/Drugs Cupboard Monitors  

Used to monitor the unauthorised use of fire doors that cannot be locked 

or internal doors where access is restricted. Also used for monitoring drugs 

cupboards.  

Size (mm): 147 L x 85 W x 38 D  

Extension Panic Buttons (Bed Switch)  

These plug -in panic buttons are ideal for patients in recovery rooms 

who are left on their own and need the reassurance of the means to 

call for assistance. Plugs into wall mounted panic buttons.   

Size (mm): 3 metres long   

 

Under Desk Panic Buttons  

These panic buttons can be fitted as hard wired extensions to the call 

and panic units that are part of this system. Ideal for fitting under 

desks etc. Ribbon button strip is also available in lengths to suit the 

application.  

Size (mm): 86L x 86 W x 16 D  

Radio RS485 Receiver  
 

When any radio panic buttons are to be included on the system a radio receiver will 

need to be fitted to the Cat 5 RS485 serial data loop. This receiver can be placed  

anywhere on the loop to achieve the best reception from the radio panic button or other 

transmitting device.  
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1122 - Portable Call & Panic Button (PPB)  

This small unit is suitable for staff working away from fixed panic 

buttons and clips onto a belt or pocket. The 1122 PPB is powered 

by 2 x AAA batteries and has a low battery alert function.  

Size (mm) 95 L x 46 W x 25 D 

1115P - Pendant Nurse Call Button with Lanyard  

This battery powered pendant button comes with a  

lanyard, so can be worn around the neck.  

The 1115P is powered by 1 x CR2032  

battery.  

Size (mm) 85 L x 48 W x 15 D 

1115W - Nurse Call Wrist Strap Button  

This battery powered nurse call button comes with 

an elasticated wrist strap with Velcro fastening.  

The 1115W is powered by 1 x CE2032 battery.  

Size (mm) 70 L x 45 W x 20 D excl. strap.  

1122P - Portable Belt Pull Radio Panic Button  

For high security premises there is a leather belt strap  

version. The body of the unit is grabbed and pulled to  

activate a panic call.  

The 1122P is powered by 2 x AAA batteries and benefits from the low 

battery alert function.  

Size (mm) 95 L x 46 W x 25 D excl. strap  
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Consulting room digital call/panic desk units

Waiting room induction loop

Public address speakers

These are not 100  Volt

line speakers and they

need to be wired

according to the

diagrams provided

240 volt socket

outlet or fused spur

Background music

source

Music

interface

Receptionist master

control
Patient ticket printer

Wait/enter indicatorOver door lamp

RJ45 wall socket

RJ45 wall socket

Induction

loop

amplifier

1 mm solid

singles

.75 flexible twin cable

Cat 5E cable

MPU

Waiting Room Display

Serial Cat 5E cable return

to MPU

RJ45 socket connected

to the in-house

computer appointment

software

Separate serial Cat 5E

cable for displays &

reception controllers

Panic button or

disabled toilet

alarmThis schematic

is for guidence

only. More

comprehensive

details are

available
Large loops with over door lamps or wait/enter indicators may need

twin flex 0.75mm cable to support the lamp voltage

240 volt socket

outlet or fused spur

Screened

mic cable

Screened

mic cable

Speaker output to other

waiting room displays

 

Speaker wiring

Serial loop wired

Cat 5E
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 Products manufactured both radio and wired  

Panic alarm systems  

Infra -red staff panic alarm systems  

Hospital patient tracking systems  

Law Court Usher call systems  

Clinic patient call systems  

Portable activity monitors  

Wait/enter systems  

Waiting room patient call and panic alarm systems  

Queuing systems  

Walk in patient call systems  

Information display systems  

Clinic appointment software  

Disabled toilet kits  

Nurse call systems  

Respite care monitoring systems  

Temporary alarms  

Lone worker alarms  

Fire exit door monitors  

Off-site alarms  

Public address systems  

Induction loop systems  

Receptionist controlled call systems  

Custom designed bespoke systems  
 

Staff Call Systems  

Digital Paging Systems  

Patient Wanderer Systems  

Hire of above equipment for temporary buildings  

Disabled refuge systems  

CCTV camera controllers  

 

Almost all our products are available as radio (Wireless), wired or a combination 

of the two.  
 

Many of the above can be incorporated into a single system to reduce costs and 

simplify Installation.  

 


